COUNTERVIEW®
S-SERIES

Progressive’'s CounterView positively monitors mould activity, validates process
monitoring data, and assists mould maintenance procedures.

» Maximum operating temperature 250°F (120°C)

» Counter: Non-resettable mechanical, 7-digit

» Available for installation on the movable or stationary halves and with extensions.
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MOUNTING OPTIONS

Parting Line Mount

Internal Extension Mount

External Mount

Parting line mount makes unit easily visible to operator.

Machinable 8" (200mm) included extension rod allows installation in support plate or rail.

No pocket machining necessary. Designed specifically for retrofit applications.

PARTING

Operator Side: Movable Half / B Side

W

Order the Parting Line Mount and the CVE-EXT Block as shown below.

PARTING LINE AT LEFT
Operator Side: Stationary Half / A Side

LINE AT RIGHT
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CATALOGUE VERSION & CATALOGUE VERSION &
NUMBER MOUNTING STYLE NUMBER MOUNTING STYLE
CVPL-B Standard: Parting Line CVPL-A Standard: Parting Line
CVIN-B Standard: Internal Extension CVIN-A Standard: Internal Extension

Screws included.

Screws included.

Note: CounterViews can be ordered pre-set to a specific cycle count. Contact Customer Service for more information.

ACCESSORIES

ID Plates for tool identification CATALOGUE

DESCRIPTION

sold separately. NUMBER
Contact Customer Service for CVID ID Plate for Tool Identification
special ID Plates with your CVE-EXT Exterqal Mounting Block including
company’s logo. #8-32 x 1" (2) and M4 x 25mm screws (2)
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Reliable Cycle Counting

Your moulds are your company’s most valuable assets.
Progressive Components’ exclusive CounterView® accurately
tracks mould usage and helps plan for preventive maintenance
before more costly problems arise throughout the life of the tool.

Product Benefits

The CounterView offers the following benefits:

* 7-digit, non-resettable mechanical counter

* Helps establish or reinforce preventive mainte-
nance programs by qualifying process monitoring
systems and validating manually kept records.

* Useful to OEMs and moulders for keeping consis-
tent records of cycles on moulds that run off-site.

* Valuable to mould builders for ensuring accuracy
in communication, especially when cycle guaran-
tees are given.

* Rectangular shape S-Series, or round shape R-
Series, available in inch and metric sizes.

CounterView Comparison

Some ‘counterfeit’ copies have emerged, so in
addition to legal actions, Progressive had these
units evaluated by an independent testing com-
pany. When compared to brands of similar design,
results revealed that Progressive’s CounterView far
outperformed all others by returning with more
than 3 million cycles with no failure. The following
chart shows how one brand failed after as few as
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3,469 cycles; another failed after only 59,000
cycles while yet another managed to surpass 1.6
million but then failed, proving there is no substi-
tute for the only original cycle counter available
on the market — the CounterView from Progressive
Components.

Counterfeit Cycle Testing Report
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Durability testing was conducted through an independent testing facik
ity to determine the failure point of various mould counters. To view
data, videos and more visit procomps.com/CounterView.

Counterfeit products in red boxes do not match Progressive’s performance. Do
not accept substitutes. Specify genuine Progressive Components.

Reliability

Progressive’s CounterViews are constructed of
quality materials, built to operate at a maximum
operating temperature of 250 degrees F (120 C).

Additionally, Progressive’s exclusive url/serial
number is laser etched on each CounterView to
provide a secure location for critical mould data:

* Unlimited storage for CAD files, BOM’s, Steel Certs
* Thorough, user-definable access and edit rights
* Secure storage on our servers or your own

The ProFileCV™ system helps eliminate inconve-
niences and mistakes, and is offered at no additional
charge with each CounterView system.

Through locations in North America, Europe and Asia, and a wide distribution network of global Channel
Partners, Progressive products, including the CounterView, are available anywhere in the world. Turn to

the industry’s leading tool monitoring supplier - Progressive Components - and specify this product as a

fundamental ‘odometer’ on every tool within your fleet.

sales.europe@procomps.com | +44-0-203-399-0999 | procomps.com/CounterView



